
DOOR AND BORROWED LIGHT
SCHEDULE GENERAL NOTES

DOOR FRAME DETAILS GENERAL NOTES

DOOR LEGEND

HOLLOW METAL ELEVATIONS LEGEND

1. DOOR NUMBERING MAY NOT BE SEQUENTIAL. DOORS ARE NUMBERED TO MATCH THE
ROOM NUMBERING.

2. ALL FRAMES SHALL BE CAULKED CONTINUOUSLY TO WALL.

3. WHEREVER THERE IS A CRACK LEFT BETWEEN THE BOTTOM OF DOOR FRAME AND
THE FINISH FLOOR, THE CONTRACTOR SHALL PROVIDE CAULKING TO SEAL CRACK.

4. ALL THRESHOLDS SHALL CONFORM TO THE REQUIREMENTS OF THE MOST CURRENT
EDITION OF ANSI A117.1 ACCESSIBLE AND USABLE BUILDINGS AND FACILITIES, THE
AMERICAN WITH DISABILITIES ACT AND CHAPTER 11 OF THE BUILDING CODE.

5. NON!RATED DOORS MAY BE UNDERCUT 3/4” MAXIMUM.  DOORS IN RATED WALLS
SHALL NOT BE UNDERCUT.

6. DOORS SCHEDULED TO HAVE A FIRE RATING LABEL SHALL HAVE A METAL LABEL
PERMANENTLY AFFIXED TO BOTH THE DOOR AND FRAME. A VINYL LABEL AND EMBOSSED
LABEL IN THE FRAME IS UNACCEPTABLE.

7. THE CONTRACTOR SHALL VERIFY THAT CLOSERS AND OTHER HARDWARE WILL
ALLOW THE DOOR TO OPEN 180 DEGREES WHEN SUCH DOOR SWINGS ARE INDICATED ON
THE FLOOR PLAN AND / OR THIS SCHEDULE.

8. ALL INTERIOR DOORS SHALL BE SOLID CORE, PRE!FINISHED UNLESS OTHERWISE
NOTED IN THE SPECIFICATION.

9. ALL INTERIOR DOORS WITH CLOSER SHALL HAVE CLOSERS ADJUSTED TO 5 LB
MAXIMUM PULL FORCE.

10. ALL DOORS WITH CLOSERS SHALL HAVE KICK PLATES.

11. DOORS SCHEDULED TO RECEIVE VIEW PANELS SHALL HAVE WOOD BEAD FRAME
SURROUNDED IN SPECIES TO MATCH DOOR FINISH.  FIRE RATED DOORS SHALL HAVE FIRE
RATED WOOD BEAD.

12. ALL FRAMES SHALL BE 16 GAUGE, DOUBLE RABBETED AND PRIMED TO RECEIVE
PAINT.

13. ALL HARDWARE IN RATED DOORS SHALL MEET THE REQUIREMENTS OF NFPA 80.

14. ALL EXAM ROOM ENTRANCE DOORS, EQUIPMENT STORAGE ROOMS, SOILED AND
CLEAN HOLDING ROOMS DOORS SHALL HAVE SWING CLEAR HINGES.

15. THE TOP OF THE BORROWED LIGHTS FRAMES SHALL LINE UP WITH THE TOP OF THE
DOOR FRAMES.

16. MOUNT THE METAL STOPS IN THE BORROWED LIGHTS ON THE “INSIDE” OF THE SPACE.

17. ALL VIEW PANELS IN 45 MIN OR 20 MIN DOORS SHALL HAVE ¼" WIRE GLASS OR
EQUAL AS SPECIFIED.  GLASS SIZE SHALL NOT EXCEED 1296 SQUARE INCHES.

18. ALL OTHER VIEW PANELS OR BORROWED LIGHTS NOT MENTIONED IN NOTE 17 TO
HAVE ¼" TEMPERED GLASS.

19. ALL EXISTIN TO REMAIN FRAMES (ETR) SHALL BE REPAIRED AS NEEDED AND
FINISHED TO MATCH NEW FRAMES.

1. THROAT SIZE VARIES WITH STUD SIZES AND LAYERS OF GYPSUM WALLBOARD.

2. SEE FLOOR PLANS AND PARTITION TYPES FOR THROAT DIMENSIONS.

3. REFER TO STRUCTURAL DRAWING FOR LINTEL INFORMATION AT MASONRY
OPENINGS.

4. UNLESS NOTED OTHERWISE ALL DOOR FRAMES TO BE 6" FROM
PERPENDICULAR WALLS.  CROSS CORRIDOR SMOKE DOORS FRAMES TO BE 4" FROM
PERPENDICULAR WALLS.

5. ALL EXAM ROOM DOOR FRAMES TO BE 18" FROM PERPENDICULAR WALLS.
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9. FRAME FINISH:

MP = METAL, PAINTED
AL = ANODIZED ALUMINUM

11. UL RATING:

20 M ; 45 M

12. HARDWARE SET:

SEE HARDWARE SETS IN SPECIFICATIONS.

3. DOOR SIZE:

SEE SCHEDULE FOR WIDTH, HEIGHT AND THICKNESS

4. DOOR MATERIAL:

SCA = SOLID CORE ACROVYN FACES
AL = ALUMINUM & GLASS

5. DOOR FINISH:

WTF = WOOD TRANSPARENT FINISH
AL = ANODIZED ALUMINUM

1. NUMBER: SEE FLOOR PLAN FOR DOOR NUMBER

2. DOOR ELEVATION: SEE TYPES BELOW
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6. GLASS TYPE:

CTG = 1/4" CLEAR TEMPERED GLASS
FRG = 1/4" FIRE RATED GLASS
FTG = 1/4" FROSTED TEMPERED GLASS
FFRG = 1/4" FROSTED FIRE RATED GLASS

7. FRAME ELEVATION:

SEE HOLLOW METAL ELEVATION LEGEND

8. FRAME MATERIAL:

HM = HOLLOW METAL
AL = ALUMINUM
ETR = EXISTING TO REMAIN
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DOOR SCHEDULE

DOOR #

DOOR FRAME GLAZING

UL

RATING REMARKSTYPE

SIZE

MATL FIN TYPE MATL FIN WD TYPEWD HGT THK

4�114 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP �

4�117 A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�118 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�126 A 3' � 10" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � CARD READER

4�130 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�131 A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � 45 MIN

4�143 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�144 D 6' � 0" 7' � 0" 1 3/4" SCA HIRA 3 HM MP 3" CTG � 4'�0" DOOR, 2'�0" LEAF

4�145 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�146 A 3' � 10" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�147 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�148 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�149 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�150 EE 7' � 4" 7' � 0" 1 3/4" SCA HIRA 3 HM MP FTG �

4�152 A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � CARD READER

4�153 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

4�155 A 3' � 8" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP 45 MIN CARD READER

4�157 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP 45 MIN CARD READER

4�158 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � PREPARE FRAME FOR NEW DOOR SWING

4�159 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � 45 MIN

4�160 A 3' � 10" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � CARD READER

4�162 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�176A A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�176B A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�177 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � �

4�182 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � 20 MIN

C4�2 EE 8' � 0" 7' � 0" 1 3/4" SCA HIRA 3 HM MP FFRG 45 MIN

C4�02 A 2' � 0" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP 90 MIN

C4�4 BB 7' � 4" 7' � 0" 1 3/4" SCA HIRA 3 HM MP 3" FRG 45 MIN CARD READER

C4�05 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

C4�6 BB 7' � 4" 7' � 0" 1 3/4" SCA HIRA 3 HM MP 6" FRG 45 MIN CARD READER

C4�06 BB 6' � 0" 7' � 0" 1 3/4" SCA HIRA 3 HM MP 6" FRG 90 MIN CARD READER

C4�07 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 1 HM MP � �

C4�10 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 2 HM MP � �

C4�11 A 3' � 0" 7' � 0" 1 3/4" SCA HIRA 2 HM MP � �

S�2 A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP 90 MIN CARD READER

S�3 A 3' � 6" 7' � 0" 1 3/4" SCA HIRA 1 ETR MP � 90 MIN
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TYPICAL SECTION @ WINDOW
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TYPICAL DETAIL @ WINDOW JAMB
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EXTERIOR WINDOW ELEVATION
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